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DTS Repair Station is authorized, to perform maintenance activities associated with: test,

inspection, cleaning,

assembly/disassembly, and repair in the following list of aircraft components with limited ratings as per FAA Part 145.

Inspection (I) Functional Test (FT) Adjustment (A) Repairing (R)

LIMITED AIRFRAME

Limitations
Item Manufaturer Model/Type Limitations
I [FT| A | R

ALTIMETER SYSTEM TEST AND INSPECTION (14 CFR PART 43 X w | .|
APPENDIX E) ' ’
ATC TRANSPONDER INSPECTION AND TEST W/ALTITUDE X X .

1 BELL 412/412EP REPORTING CHECK (14 CFR PART 43 APPENDIX F)
VHF COMM, VHF NAV. INSPECTION & TEST X X E R
DME NAVIGATION SYSTEM. INSPECTION & TEST X X e | =
ALTIMETER SYSTEM TEST AND INSPECTION (14 CFR PART 43 X X .
APPENDIX E)

2 AGUSTA A 109E
ATC TRANSPONDER INSPECTION AND TEST W/ALTITUDE X X e
REPORTING CHECK (14 CFR PART 43 APPENDIX F)
ALTIMETER SYSTEM TEST AND INSPECTION (14 CFR PART 43 X X |
APPENDIX E)

3 BEECHCRAFT C90A
ATC TRANSPONDER INSPECTION AND TEST W/ALTITUDE X X .
REPORTING CHECK (14 CFR PART 43 APPENDIX F)
ALTIMETER SYSTEM TEST AND INSPECTION (14 CFR PART 43 X X .
APPENDIX E)

4 CESSNA T206H
ATC TRANSPONDER INSPECTION AND TEST W/ALTITUDE X X .
REPORTING CHECK (14 CFR PART 43 APPENDIX F)
ALTIMETER SYSTEM TEST AND INSPECTION (14 CFR PART 43 X X o
APPENDIX E)

5 SOCATA TBM700
ATC TRANSPONDER INSPECTION AND TEST W/ALTITUDE X X . .
REPORTING CHECK (14 CFR PART 43 APPENDIX F)

The basic Capability List revision is maiWé?:l in accordance with Repair Station Manual, Section 4.6.
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DTS Repair Station is authorized, to perform maintenance activities associated with: test, inspection, cleaning,
assembly/disassembly, and repair in the following list of aircraft components with limited ratings as per FAA Part 145.

Inspection (I) Functional Test (FT) Adjustment (A) Repair (R)

LIMITED INSTRUMENTS

Limitations
Iltem Description Model/Type Part Number Manufacturer
Il |FT| A | R
1 TORQUE INDICATOR 1822-393WL 523183 WESTON INSTRUMENTS X X X X
ENGINE OIL
2 PRESSURE/TEMPERATU 1825-127WL 523154 WESTON INSTRUMENTS X X X X
RE INDICATOR
SERVEEDMACH 2083-08-1; 2083-09-1; 2083-10-1;
3 AIRSPEED INDICATOR 2083 SERIES o o B GE AVIATION X X X X

2083-11-1; 2083-12-1

4 ENCODING ALTIMETER Ul MODEL 5035 ALL

UNITED INSTRUMENTS

ALTIMETER/AIRSPEED

SMITHS INDUSTRIES/ GE

5 INDICATOR WL102AMS SERIES WL102AMS1 THRU 6 AVIATION X X X X

6 AIREBAFT MECHANICAL ABU-11/A 400240 WALTHAM X X X X
CLOCK

8

9

10

1%

The hasic Capability List revision is mainta?e%(i]n accordance with Repair Station Manual, Section 4.6.
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DTS Repair Station is authorized, to perform maintenance activities associated with: test, inspection, cleaning,
assembly/disassembly, and repair in the following list of aircraft components with limited ratings as per FAA Part 145.

Inspection (I) Functional Test (FT) Adjustment (A) Repair (R)

LIMITED RADIO

Limitations
Item Description Model/Type Part Number Manufacturer

I |FT|{A | R

1 HF CONTROL UNIT KFS 594 071-1274-00/-01/-02/-03/-04 BENDIX/ KING X X | X X
HF RX-TX; RX -TX . : . 622-3371-001/-002/-004/-005; 622-
2 ADAPTER; MOUNTING 6281 1;33?‘?’ 15 3856-001; 622-3699-001; 622-3897- COLLINS X X | x| X
BASE ) 001/-002/-003
VHF COMM/ SATCOM
3 TRANSEEER KTR 9100A 064-1005-XX BENDIX/ KING X X | x | x
AUDIO SELECTOR PANEL
4 & INTERPHONE KMA 24H- 50/ 54 066-1055-50 THRU 54 BENDIX/ KING X X | x | x
AMPLIFIER
HONEYWELL
5 VHF COMM KTR-908 064-1023-00/-01 THRU/-15 (BENDIX/KING) X | x| x| X
6 VHFCOTA'\’I:ECFNTROL G7400 SERIES G7400-227 GABLES/ ENGINEERING X [ x| x| -
7 AUDIO PANEL GMA 350/350H 005-00593-01 GARMIN X | x| < | -
8 AUDIO PANEL (ICS) GMA 340( ) 010-00152-( ) GARMIN X[ x| -1--
VHF NAV/COMM 069-1024-00 thru -13/-20/-30 thru -43;
? TRANSCEIVERS KRARBHLRS 069-1025-00 thru -07/-20 thru -27 HONEYWELL A B X
522-2782-004/-014/-024/-034/-037;
10 COURSE INDICATOR 331A-6( )/6K/6K( ) 522-4279-001/-003; 522-3875-001; 777- COLLINS X | X | x| X
1258-001
522-4280-001 thru -007/-101/-102/-104

11 VOR/ILS RECEIVER 51RV-2B thru -107/-109; 522-4977-001; 777- COLLINS X | x| x| x

1480-001
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DTS Repair Station is authorized, to perform maintenance activities associated with: test, inspection, cleaning,
assembly/disassembly, and repair in the following list of aircraft components with limited ratings as per FAA Part 145.

Inspection (I) Functional Test (FT) Adjustment (A) Repair (R)

LIMITED RADIO

Limitations
Item Description Model/Type Part Number Manufacturer
I |[FT| A | R
622-3255-XXX; 622-3257-XXX; 622-3259-
12 VOR/ILS NAV RECEIVER S1RV-4( )/-5() XXX; 822-0760-XXX; 822-0761-XXX; 822- COLLINS X X | x| x
0762-XXX;
RADIO MAGNETIC
13 EEATOR KI 229 066-3038-00 KING RADIO CORPORATION | X X | x | x
HORIZONTAL SITUATION

14 G HSI - 85 622-4176-001 thru /-013 COLLINS X X | x| x

) . 011-00504-00/-10; 011-00506-00/-10/-
15 GARMIN 400 SERIES aks ZOI\?_;‘ 3200120, 30; 011-00837-00/-10; 011-00280-00/- GARMIN X X | - | -

10/-30; 011-00836-00/-10

16 DIGITAL TRANSPONDER GTX 327 010-00188-00/-03/-10/-11 GARMIN X X |- -

010-00230-00/-01/-20/-21; 010-00293-

17 | DIGITAL TRANSPONDER GTX 330/330D 00/-01/-20/-21 GARMIN X | X
DISTANCE MEASURING
18 SYSTEM KN 63 066-1070-00/-01 HONEYWELL X | x| x| x
MKR BEACON
19 RCVR/ISOLATION KMA 20/KR 21 066-1024-03 THRU -16 &LEL ‘LE;;/'E&%L) X | x| x| x
AMPLIFIER
50 | AUTOMATIC DIRECTION KR 87 066-01072-0000 THRU -0007 & /-0014/ ALLIED SIGNAL # | % lail=
FINDER (ADF) -0015/-0017 (BENDIX/KING)

COURSE DEVIATION 013-00048-01 THRU -11; 013-00049-01
21 NDIEATOR Gl 102A/106A THRUL 1 GARMIN X | X | - | -
22 ADF INDICATORS KI 227/228 066-3063-0000/-0001; 066-3059-0000/ ALLIED SIGNAL X X X X

-0001

(BENDIX/KING)
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DTS Repair Station is authorized, to perform maintenance activities associated with: test, inspection, cleaning,
assembly/disassembly, and repair in the following list of aircraft components with limited ratings as per FAA Part 145,

Inspection (1) Functional Test (FT) Adjustment (A) Repair (R)

LIMITED RADIO

Limitations

Item Description Model/Type Part Number Manufacturer
| |[FT| A |R
pg | F 'CTO?L’L’E;?:TVDK;AT'ON KI 525A 066-3046-00 THRU -13 HONEYWELL (BENDIX/KING) | X | X | X | X
24 RADIO ALTIMETER 860F-1 522-3698-002 THRU -006 COLLINS X | x| x |-
25 Tr:;z\;;/ SCC(;TC,';”R KX 165A 069-01033-0201; 069-01033-0101 BENDIX/KING X | x| x |-
26 RADIO MAGNETIC KNI-582 066-3060-00 THRU -04/-10 THRU -13 BENDIX/KING x| x| x| x

INDICATOR

RADIO ALTIMETER

27 TRANSCEIVER ALT-55B 622-2855-001/-011; 622-2855-002/-012 COLLINS X X X -.-

RADIO ALTIMETER 622-2937-001 THRU -005/-008/-009;

28 INDICATOR AL-SS/-SSA/-SSB | 625 2038-001 THRU -004; 622-5367-001 COLLINS L L
RADIO ALTIMETER
29 TRANSCEIVER KRA-405 066-1048-00 BENDIX/KING x | x| x |--
RADIO ALTIMETER KNI-415 066-3031-00/-01/-02
# INDICATOR BENDIX/KING x| x| x |-
KNI-416 066-3044-00/-01/-02
31 DME TRANSPONDER DME-40 622-1233-001/-003 COLLINS X | x| x |-

The basic Capability List revision is maintainf\m%cordance with Repair Station Manual, Section 4.6.
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